C3, FM 10-550/TO 13C7-22-71

CHAPTER 3

RIGGING STINGER WEAPON SYSTEMS
AND MISSILES IN AN A-22 CARGO BAG
FOR LOW-VELOCITY AIRDROP

3-1. Desecription of Load 3-2. Preparing Skid and Honeycomb

Four Stinger weapon systems and two mis- Prepare the skid and honeyecomb as shown in
giles are rigged in an A-22 cargo bag with a Figures 3-1 through 3-6.

G-12E cargo parachute.

3-3. Positioning Weapons and Missiles
NOTE: This load can only be dropped in a Position the weapons and missiles as shown
single-stick configuration (non-CVRS). in Figures 3-7 through 3-9.

@ Place two 15-foot lengths of steel strapping 36 inches apart.

NOTE: Be sure that the steel strapping is 6 inches from the outside edges
of the plywood, measured from the outside edge of the steel strapping.
Failure to maintain these distances will result in rejection of the load.

@ Place a 3/4- by 48- by 66-inch piece of plywood on top of and parallel to the
steel strapping.

(3) Place two 15-foot lengths of steel strapping on top of the plywood along the 48-inch
sides and 56 inches apart.
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Glue three 6- by 62-inch pieces of honeycomb to the skid. Center the first piece of
honeycomb on the skid and place the other two pieces 2 inches from the 66-inch
side of the skid.

@ Set a piece of cardboard between the honeycomb and the steel strapping.

Glue three 8- by 44-inch pieces of honeycomb across the first layer of honeycomb.
Center the first piece of honeycomb, and place the other two pieces flush with the
ends of the first layer of honeycomb.

3-2

Figure 3-2. First and second layers of honeycomb glued in place
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Glue three 6- by 62-inch pieces of honeycomb on the second layer of
honeycomb the same as the first layer in step 4.

Glue three B- by 44-inch pieces of honeycomb on the third layer of
honeycomb the same as the second layer in step 6.

@ Glue two 31- by 44-inch pieces of honeycomb side by side on the fourth
honeycomb layer.

Figure 3-3. Third, fourth, and fifth layvers of honeycomb glued in place.



FM 10-550/T0O 13C7-22-71

34

Center an A-22 cargo bag sling assembly on the top layer of honeycomb.

Figure 3-4. Sling placed.
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@ Place a 3/4- by 48- by 66-inch piece of plywood on top of the sling assembly.

@ Bind the plywood, honeycomb, and sling together with the steel strapping.

Figure 3-5. Skid prepared.
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@ Center the A-22 cargo bag cover on the skid.
@ Center a 15-foot tiedown strap on the cover.

Figure 3-6. Cover and tiedown strap placed.

3-6
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@ Center a Stinger missile on the cover,
@ Place a Stinger weapon system on each side of the missile.

@ Place two layers of cellulose wadding between the weapon systems and the missile.

Figure 3-7. One missile and two weapon systems placed as first layer.
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Place two layers of cellulose wadding on top of the first layer of weapon systems and
the missile.

Place a missile and two weapon systems on top of the first layer of weapon and
missiles. Place them the same as in steps 3 and 4 of figure 3-7.

Place two layers of cellulose wadding between the weapon systems and the missile.

Place a 12- by 66-inch piece of honeycomb on top of the missile.

PG @ @

Bind the load together with the 15-foot tiedown strap.

Figure 3-8. One missile and two weapon systems placed as second layer.

3-8
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(19 Close and secure the A-22 cargo bag according to FM 10-500-3/TO 13C7-1-11/
FMFM 7-47.

Figure 3-9. Cargo bag closed
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3-4. Attaching Cargo Parachutes

Tape the suspension webs together, and at-
tach a G-12E cargo parachute and a 68-inch
pilot parachute according to FM 10-500-3/
TO 13C7-1-1VFMFM 7-47.

3-5. Rigged Load Data
The rigged load data is given in Figure 3-10.
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Figure 3-10. Stinger weapon systems and missiles rigged in an A-22 cargo bag
for low-velocity airdrop
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3-6. Equipment Required

The equipment required to rig this load is
listed in Table 3-1.

Table 3-1. Equipment required for rigging Stinger weapon system and missiles in A-22
cargo bag

NATIONAL
STOCK NUMBER ITEM QUANTITY
8040-00-273-8713 Adhesive, paste, 1-gal As required
1670-00-587-3421 Bag, cargo, airdrop, type A-22 1
8135-00-664-6958 Cushioning material, packaging,
cellulose wadding As required
1670-00-753-3928 Pad, energy-dissipating, honeycomb
3- by 36- by 96-in: 3
6- by 62-in (6)
8- by 44-in 6)
12- by 66-in 4}
31- by 44-in (2)
1670-01-065-3755 Parachute, cargo, G-12E 1
1670-00-216-7297 Parachute, pilot, 68-inch diameter 1
5530-00-128-4981 Plywood, 3/4- by 48- by 66-in 2
8135-00-283-0667 Strapping, steel, 5/8-in 60 ft
7510-00-266-5016 Tape, adhesive, 2-in As required
8310-00-917-3945 Thread, cotton ticket, 5, 8/7 ply As required
1670-00-937-0271 Tie-down assembly, 15-ft, 10,000-Ib 1
8305-00-268-2411 Webbing, cotton, 1/4-in, 80-Ib As required
8305-00-082-5752 Webbing, nylon, tubular, 1/2-in As required
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